C€ fischer=

LEISTUNGSERKLARUNG . . .
innovative solutions

Nr. 0111 tDE

1. Eindeutiger Kenncode des Produkttyjmscher Superbond

2. Verwendungszweck(e):

Produkt Verwendungszweck (e)

Verbundanker zur Verwendung in Beton| Zur Verankerung und/oder Unterstiitzung tragender Beton&eta oder
schwerer Bauteile wie Bekleidungen und Unterdecksiehe Anhang,
insbesondere Anhange B 1 B45

3. Hersteller:fischerwerke GmbH & Co. KG, Otto-Hahn-StraRe 15179enzlingenDeutschland

4. Bevollméachtigter:--

5. System(e) zur Bewertung und Uberpriifung der Legsbestandigkeit: 1

6a. Harmonisierte Norm:-
Notifizierte Stelle(n): ---

6b. Europaisches BewertungsdokumerETAG 01, 201304
Europdische Technische Bewerturi§iTA12/ 0258 201605-19
Technische Bewertungsstell®IBt
Notifizierte Stelle(n): 1343 t MPA Darmstadt

7. Erklarte Leistung(en):

Mechanische Festigkeit und Standsicherheit (BWR 1)

Wesentliches Merkmal Leistung

Charakteristische Werte unter statischen und quasi-staésc Siehe Anhang, insbesondere AnhaiytbisC16
Einwirkungen fir Bemessung nach TR 029 oder CENZRSI 809
Verschiebungen;

Charakteristische Werte fur die seismischen Leistungsiaten C1 und
C2 fur die Bemessung nach Technical Report TR 04f&ghikdyungen

Brandschutz (BWR 2)

Wesentliches Merkmal Leistung

Brandverhalten Der Dubel erfiillt die Anforderungen der Klasse A

Feuerwiderstand Keine Leistung festgestellt (KLF)

8. Angemessene Technische Dokumentation und/oder g Technische Dokumentation:-

Die Leistung des vorstehenden Produkts entsprichtedklérten Leistung/den erklarten Leistungétir die Erstellung der
Leistungserklarung im Einklang mit der Verordnung (#U305/2011 ist allein der obengenannte Hersteller
verantwortlich

Unterzeichnet fir den Hersteller und im Namen des Hélestevon:

Andreas Bucher, Dipl.-Ing. Wolfgang Hengesbaph;IByg., Dipl.-Wirtsch.-Ing.

1V Dt i V. WL W

Tumlingen2016-06-02

- Diese Leistungserklarung wurde in verschiedeneac®wersionen erstellt~ir den Fall unterschiedlicher Auslegung hat
immer die englische Version Vorrang

- Der Anhang enthélt freiwillige und ergéanzende Infororagin in englischer Sprache. Diese gehen uber dia¢bpeutral
angegebenen) gesetzlichen Anforderungen hinaus.
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Specific Part

1

3.1

3.2

3.3

3.4

Technical description of the product

The fischer superbond is a bonded anchor for use in concrete consisting of a cartridge with
injection mortar fischer FIS SB and a steel element according to Annex A2.

The steel element is placed into a drilled hole filled with injection mortar and is anchored via the
bond between metal part, injection mortar and concrete.

The product description is given in Annex A.

Specification of the inte nded use in accordance with the applicable European
Assessment Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of the anchor of at least 50 years. The indications
given on the working life cannot be interpreted as a guarantee given by the producer, but are to
be regarded only as a means for choosing the right products in relation to the expected
economically reasonable working life of the works.

Performance of the product and references  to the methods used for its assessment

Mechanical resistance and stability (BWR 1)

Essential characteristic Performance

Characteristic values under static and quasi-static See Annex C 1to C 16
action for design according to TR 029 or CEN/TS
1992-4:2009, Displacements;

Seismic performance categories C1 and C2 for
design according to Technical Report TR 045,
Displacements

Safety in case of fire (BWR 2)

Essential characteristic Performance

Reaction to fire Anchorages satisfy requirements for
Class Al

Resistance to fire No performance assessed

Hygiene, health and the environment (BWR 3)

Regarding dangerous substances there may be requirements (e.g. transposed European
legislation and national laws, regulations and administrative provisions) applicable to the
products falling within the scope of this European Technical Assessment. In order to meet the
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with,
when and where they apply.

Safety in use (BWR 4)

The essential characteristics regarding Safety in use are included under the Basic Works
Requirement Mechanical resistance and stability.
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Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with guideline for European technical approval ETAG 001, April 2013 used as
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU)
No 305/2011 the applicable European legal act is: [96/582/EC].

The system to be applied is: 1
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Installation conditions
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b <| Pre-positioned anchor
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. Setting depth mark
Anchor rod
Push through anchor
(annular gap filled with mortar)
Only injection mortar system
FIS SB
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| i ‘ fischer
o -1 internal threaded anchor RG MI
A1 L Pre-positioned anchor only
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' Setting depth mark thx |a—
_! I_ 3 fischer rebar anchor FRA
RE | (: O i Pre-positioned anchor
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N NN fischer rebar anchor FRA
Y
T : Push through anchor
N\ : {annular gap filled with mortar)
E 13 Only injection mortar system FIS SB
fischer Superbond
Product description Annex A 1
Installation conditions
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Injection system FIS SB

Resin capsule system RSB

Cartridge sizes
(390 ml, 585 ml, 1100 ml, 1500 ml)

Imprint: FIS SB, FIS SB High Speed,
processing notes, shelf-life, piston travel
scale, curing times and processing
Sealing cap |times (depending on temperature),
hazard code, size, volume

/I.I.J.I.l.I,I.I.I.L.I.LJI.I.I.I.I.I.l
i IT 1]
{

Static mixer FIS MR or FIS UMR
= CT—— |

Extension tube

p=

Injection-
adapter

Resin capsule RSB
(8, 10 mini, 10, 12 mini, 12, 16 mini,
16, 16 E, 20, 20 E / 24, 30)

Anchor rod
Size: M8, M10, M12, M16, M20, M24, M27, M30

G e ——— ,,

Hexagon
nut

fischer anchor rod RG M
Size: M8, M10, M12, M16, M20, M24, M30

o Washer

Hexagon
nut

fischer internal threaded anchor RG MI
Size: M8, M10, M12, M16, M20

< - u%\@ Threaded rod@\zz

o Screw

=
' Washer

H/ Hexagon nut

Reinforcing bar
Size: 8, $10, $12, §14, §16, $20, $25, $28, $32

i o i o o oy o i e e Lt
ALTTTTATITITR U TRTA TR DR ETRA TR T LA R DULERRARTANTARRAAY

Setting depth mark

fischer rebar anchor FRA
Size: M12, M16, M20, M24
Hexagon nut

Washer

A T T

&
i

Setting depth mark

fischer Superbond

Product description
Cartridges / resin capsule / Static mixer / Steel elements

Annex A 2
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Table A1: Materials

Part |Designation

Material

1 Mortar cartridge

Mortar, hardener, filler

Stainless steel

High corrosion

2 Anchor rod

EN ISO 898-1:2013
zinc plated 2 5 um,
EN ISO 4042:1999 A2K
or hot-dip galvanised
EN ISO 10684:2004
fu £ 1000 N/mm?
As>12 %
fracture elongation"

EN ISO 3506-1:2009
1.4401; 1.4404; 1.4578;
1.4571; 1.4439; 1.4362;
1.4062, 1.4662, 1.4462

EN 10088-1:2014
f £ 1000 N/mm?
As> 12 %
fracture elongation"

Steel grade Steel, zinc plated Ad resistant steel C
Property class Property class Property class
5.8 or 8.8; 50, 70 or 80 50 or 80

EN ISO 3506-1:2009
or property class 70 with
fy= 560 N/mm?
1.4565; 1.4529
EN 10088-1:2014
fu < 1000 N/mm?
As>12%
fracture elongation"

Washer
ISO 7089:2000

zinc plated 2 5 um,
EN ISO 4042:1999 A2K
or hot-dip galvanised
EN ISO 10684:2004

1.4401; 1.4404,
1.4578;1.4571,; 1.4439;
1.4362
EN 10088-1:2014

1.4565;1.4529
EN 10088-1:2014

4 Hexagon nut

Property class
5or8;
EN ISO 898-2:2012
zinc plated 2 5 um,
ISO 4042:1999 A2K
or hot-dip galvanised
EN ISO 10684:2004

Property class
50, 70 or 80
EN ISO 3506-1:2009
1.4401; 1.4404; 1.4578;
1.4571; 1.4439; 1.4362
EN 10088-1:2014

Property class
50, 70 or 80
EN ISO 3506-1:2009
1.4565; 1.4529
EN 10088-1:2014

fischer
5 internal threaded
anchor RG MI

Property class
5.8
ISO 898-1:2013
zinc plated 2 5 um,
ISO 4042:1999 A2K

Property class
70
EN ISO 3506-1:2009
1.4401; 1.4404; 1.4578;
1.4571;1.4439; 1.4362
EN 10088-1:2014

Property class
70
EN ISO 3506-1:2009
1.4565; 1.4529
EN 10088-1:2014

Screw or anchor /

threaded rod for fischer

Property class
5.8 or 8.8;
EN ISO 898-1:2013

Property class
70
EN ISO 3506-1:2009

Property class
70
EN ISO 3506-1:2009

6 internal threaded zinc plated 2 5 um, 1.4401; 1.4404; 1.4578; 1.4565; 1.4529
anchor RG MI ISO 4042:1999 A2K 1.4571;1.4439; 1.4362 EN 10088-1:2014
EN 10088-1:2014
Reinforcing bar Bars and de-coiled rods, class B or C with
7 EN 1992-1-1:2004 and |f,x and k according to NDP or NCL of EN 1992-1-1:2004+AC:2010
AC:2010, Annex C fuk = fie = K - T
Rebar part: Threaded part:
Bars and de-coiled rods class B or C Property class 70 or 80
8 fischer with f, and k according to NDP or NCL |EN ISO 3506-1:2009

rebar anchor FRA

of EN 1992-1-1:2004+AC:2010
fuk = fik =k fyk

1.4565; 1.4529, 1.4401, 1.4404, 1.4571,
1.4578, 1.4439, 1.4362, 1.4062

EN 10088-1:2014

" For applications without requirements for seismic performance category C2 the fracture elongation may be
in the range of A5 > 8 % in accordance with TR029 Section 5.2.3.2 (Reductions for seismic performance
category C1 must be noted)

fischer Superbond

Product description
Materials

Annex A3
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Specifications of intended use (part 1)

Table B1.1: Overview use and performance categories injection mortar system FIS SB

Anchorage subject to

FIS SB mit ...

Anchor rod fischer internal Reinforcing bar fischer
threaded anchor rebar anbchor
RG MI FRA

J H i RS 116
Hammer drilling
with standard se00iiiin — all sizes
drill bit
Hammer drilling
with hollow drill
bit (Heller 0 . S
"Duster Expert" I Nominal drill bit diameter (dy) 12 mm to 35 mm
or Hilti "TE-CD,
TE-YD")
Diamond drilling | — not permitted

uncracked Tables: Tables:

. . concrete ’ ’ Tables: Tables:
Stapc and quasi all sizes C1, G5, all sizes C2, G5, all sizes | C3, C5, | all sizes | C4, C5,
static load, in cracked C6.1, C7.1, C8.C12 Co.C13

concrete C10 C11 ' '
o Tables: Tables:
Seismic Ci|allsizes | C14, all sizes | C15,
performance C16, C17 C16,C18
category (only __ )
hammer drilling M12, )
with Standard / M16, | Taples:
hollow drill bits) C21 Meo. c 1%1 ‘& o - -
M24 ’
dry or wet .
concrete all sizes
Use category
flooded hole not permitted
Installation FIS SB: -15 °C to +40 °C
temperature FIS SB High Speed: -20 °C to +40 °C
Temperature- |, o (max. long term temperature +24 °C and
range | 40 °C 10 +40°C max. short term temperature +40 °C)
Temperature- |, o (max. long term temperature +50 °C and
In-service range I 40°Cto +80°C max. short term temperature +80 °C)
temperature Temperature- o o~ (max.long term temperature +72 °G and
range llI 40 °C 10 +120 °C max. short term temperature +120 °C)
Temperature- | -, o~ (max. long term temperature +90 °C and
range |V 40°Cto +150°C max. short term temperature +150 °C)

fischer Superbond

Intended Use

Specifications (part 1)

Annex B 1
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Specifications of intended use (part 2)

Table B1.2: Overview use and performance categories resin capsule system RSB

Anchorages subject to RSB with ...
fischer fischer Reinforcing bar fischer rebar
anchor rod internal threaded anchor FRA
RG M anchor RG Ml
~ T |
} H g | AR SRR
Hammer drilling
with standard feaas033 — all sizes all sizes
drill bit
Hammer drilling
‘l’)"l't“zl_:‘;:gw drill — | Nominal dril bit
. . I diameter (do) 12 all sizes
Duster Expert mm to 35 mm
or Hilti "TE-CD,
TE-YD")
Diamond drilling | i—— all sizes " all sizes "
. uncracked |, 5izes | Tables: | i sizes | Tables:
Static and quasi concrete C1, C5, C2, C5,
static load, in cracked all C6.2, all C7.2, , ,
not permitted not permitted
concrete | sizes” | C10 | gjzes” | C11 P P
Seismic Tables:
performance C1 | allsizes| C14,
category (only C16,C17
hammer drilling
with Standard / co
hollow drill bits)
dry or wet all sizes all sizes
concrete
Use category
flooded hole all sizes all sizes
Installation .30 °C to +40 °C
temperature
Temperature- | o~ (max. long term temperature +24 °C and
range | 40 °C 10 +40°C max. short term temperature +40 °C)
Temperature- | o~ (max. long term temperature +50 °C and
In-service range Il 40 °C to +80 °C max. short term temperature +80 °C)
temperature Temperature- o o~ (max. long term temperature +72 °C and
range Il -40°C 10 +120 °C max. short term temperature +120 °C)
Temperature- | ., o~ (max. long term temperature +90 °C and
range IV 40°Cto +150 °C max. short term temperature +150 °C)

" For diamond drilling in cracked concrete only nominal drill bit diameters (dg) 2 18 mm are permitted

fischer Superbond

Intended Use

Specifications (part 2)

Annex B 2
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Specifications of intended use (part 3)

Base materials:
+ Reinforced or unreinforced normal weight concrete according to EN 206:2013
+ Strength classes C20/25 to C50/60 according to EN 206:2013

Use conditions (Environmental conditions):
+ Structures subject to dry internal conditions
(zinc coated steel, stainless steel or high corrosion resistant steel)

+ Structures subject to external atmospheric exposure (including industrial and marine environment) and to
permanently damp internal condition, if no particular aggressive conditions exist
(stainless steel or high corrosion resistant steel)

+ Structures subject to external atmospheric exposure, to permanently damp internal conditions or in other
particular aggressive conditions (high corrosion resistant steel)

Note: Particular aggressive conditions are e.g. permanent, alternating immersion in seawater or the splash zone of
seawater, chloride atmosphere of indoor swimming pools or atmosphere with extreme chemical pollution
(e.g. in desulphurization plants or road tunnels where de-icing materials are used)

Design:
+ Anchorages have to be designed by a responsible engineer with experience of concrete anchor design

+ Verifiable calculation notes and drawings are to be prepared taking account of the loads to be anchored.
The position of the anchor is indicated on the design drawings (e.g. position of the anchor relative to
reinforcement or to supports, etc.)

+ Anchorages under static or quasi-static actions are designed in accordance with EOTA Technical Report
TR 029 "Design of bonded anchors" Edition September 2010 or CEN/TS 1992-4:2009

+ Anchorages under seismic actions (cracked concrete) have to be designed in accordance with:

- EOTA Technical Report TR 045 "Design of Metal Anchors under Seismic Action",
Edition February 2013

- Anchorages shall be positioned outside of critical regions (e.g. plastic hinges) of the concrete structure
- Fastenings in stand-off installation or with a grout layer are not allowed

Installation:

+ Anchor installation is to be carried out by appropriately qualified personnel and under the supervision of
the person responsible for technical matters of the site

+ In case of aborted hole: The hole shall be filled with mortar

+ Anchorage depth should be marked and adhered to on installation

+ Overhead installation is allowed

fischer Superbond

Intended Use
Specifications (part 3)

Annex B 3
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Table B2.1: Installation parameters for anchor rods in combination with injection mortar
system FIS SB

Size M8 M10 | M12 | M16 | M20 | M24 | M27 | M30
Width across flats SwW 13 17 19 24 30 36 41 46
Nominal drill bit
diameter do 10 12 14 18 24 28 30 35
Drill hole depth ho o = hes
Effective Nef min 60 60 70 80 90 96 108 120
anchorage depth P, max 160 | 200 | 240 | 320 | 400 | 480 | 540 | 600
Minimum spacing Smin
and minimum = 40 45 55 65 85 105 120 140
edge distance Cmin | [MM]
pre-
Di f positioned  d; 9 12 14 18 22 26 30 33
lameterof anchorage
clearance hole in
the fixture push
through  d; 11 14 16 20 26 30 33 40
anchorage
Minimum thickness . het + 30
of concrete member Aimin (= 100) et + 2do
Maximum
installation torque Tinstmax| [NmM] 10 20 40 60 120 150 200 300

" For larger clearance holes in the fixture see TR 029, 4.2.2.1 or CEN/TS 1992-4-1:2009, 5.2.3.1

Anchor rod: Width across

flats

abtat 1\ 2 @A =

Setting depth mark

Marking

Marking (on random place) fischer anchor rod:

Property class 8.8, stainless steel, property class 80 or high corrosion resistant steel, property class 80:
Stainless steel A4, property class 50 and high corrosion resistant steel, property class 50: oo

Or colour coding according to DIN 976-1

Commercial standard threaded rods, washers and hexagon nuts may also be used if the following
requirements are fulfilled:
Materials, dimensions and mechanical properties according Annex A 3, Table A1
Inspection certificate 3.1 according to EN 10204:2004, the documents have to be stored
Setting depth is marked

fischer Superbond

Intended Use Annex B 4
Installation parameters anchor rods in combination with injection mortar system FIS SB
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Table B2.2: Installation parameters for fischer anchor rods RG M in combination with resin
capsule system RSB

Size M8 M10 M12 M16 M20 M24 M30

Width across flats SW 13 17 19 24 30 36 46

Nominal drill bit

diameter dp 10 12 14 18 25 28 35

Drill hole depth ho o = hes

Eftec et 1 75 75 95 --

ective ]

anchorage depth Rt 2 80 90 110 125 170 210 280
Reta 150 150 190 210
. [mm]

min

Width across flats = 40 45 55 65 85 105 140
Chin

Diameter of pre-

clearance hole in positioned  d; 9 12 14 18 22 26 33

the fixture" anchorage

Minimum thickness . her + 30

of concrete member i (= 100) er + 2do

Maximum

installation torque Tinstmax| [NM] 10 20 40 60 120 150 300

" For larger clearance holes in the fixture see TR 029, 4.2.2.1 or CEN/TS 1992-4-1:2009, 5.2.3.1

Anchor rod RG M: Width across
flats

h[ k | b\\ s @4 -

Setting depth mark Marking

Marking (on random place):

Property class 8.8, stainless steel, property class 80 or high corrosion resistant steel, property class 80: o
Stainless steel A4, property class 50 and high corrosion resistant steel, property class 50: oo

Or colour coding according to DIN 976-1

fischer Superbond

Intended Use Annex B 5
Installation parameters anchor rods in combination with resin capsule system RSB
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Table B3: Installation parameters for fischer internal threaded anchors RG M|

installation torque

Size M8 M10 M12 M16 M20
Diameter of anchor dy 12 16 18 22 28
Nominal drill bit
diameter do 14 18 20 24 32
Drill hole depth ho ho = he
Effective anchorage depth he 90 90 125 160 200
(het = Ln)

- . Smi
Minimum spacing and min
minimum edge distance c_- [mm] 55 65 & 9% 125

min

Diameter of clearance hole in
the fixture" d 9 12 14 18 22
Minimum thickness
of concrete member Aimi 120 125 165 205 260
Maximum screw-in depth Ig max 18 23 26 35 45
Minimum screw-in depth I, min 8 10 12 16 20
Maximum Tinetmax| INM] 10 20 40 80 120

" For larger clearance holes in the fixture see TR 029, 4.2.2.1 or CEN/TS 1992-4-1:2009, 5.2.3.1

fischer internal threaded anchor RG MI

lg

- P

<.

777777777770 [T)

7777777 7 T

Marking

/

oy

- dy

Marking: Anchor size
e.g.. M10

Stainless steel additional A4
e.g.: M10 A4

High corrosion resistant steel
additional C
eg.M10C

Retaining bolt or threaded rods (including nut and washer) must comply with the appropriate material and
strength class of Annex A 3, Table A1

fischer Superbond

Intended Use

Installation parameters fischer internal threaded anchors RG Ml

Annex B 6
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Table B4: Installation parameters for reinforcing bars

Installation parameters reinforcing bars

Nominal diameter of the bar o | 8" [ 10" [ 12" | 14 | 16 | 20 | 25 | 28 | 32
Nominal drill bit
diameter do 10|112|12|14|14|16| 18 20 25 30 35 40
Drill hole depth ho hg = hgt
Effective et min 60 60 70 75 80 90 100 | 112 | 128
anchorage depth Net,max [mm] 160 | 200 | 240 | 280 | 320 | 400 | 500 | 560 | 640
- . Smi
Minimum spacing and mn
minimum edge distance c_- 40 45 55 60 65 85 110 130 160
min
Minimum thickness . her + 30
of concrete member A (= 100) e + 2do
') Both drill bit diameters can be used
Reinforcing bar
Setting depth mark
e The minimum value of related rib area fg min must fulfil the requirements of
EN 1992-1-1:2004+AC:2010
¢ The rib height must be within the range: 0,05 - ¢ < h,;, 0,07 - ¢
(¢ = Nominal diameter of the bar , h, = rib height)
fischer Superbond
Intended Use Annex B7
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Table B5: Installation parameters for fischer rebar anchor FRA

Size mi12" M16 M20 M24
Nominal diameter
of the bar ¢ 12 16 20 25
Width across flats SW 19 24 30 36
ggmg‘tz'rd”” ot do 14 | 16 20 25 30
Drill hole depth hg het + lg
Effective Net,min 70 80 90 96
anchorage depth Pt max 140 220 300 380
Distance concrete
surface to ls 100
welded join [mm]
Minimum spacing Sin
and minimum edge = 55 65 85 105
distance Cimin
pre-
Di ¢ positioned = d; 14 18 22 26
lameter of anchorage
clearance hole in
the fixture? push
through <=d, 18 22 26 32
anchorage
Minimum thickness ho + 30
of concrete member i (= 100) Mo + 2dy
Maximum
installation torque Tinstmax | [Nm] 40 60 120 150

' Both drill bit diameters can be used
? For larger clearance holes in the fixture see TR 029, 4.2.2.1 or CEN/TS 1992-4-1:2009, 5.2.3.1

fischer rebar anchor FRA Setting depth mark Width across flats

LML

Marking
Marking frontal e.g.: <_=< FRA (for stainless steel);
<=< FRA C (for high corrosion resistant steel)
fischer Superbond
Intended Use Annex B 8

Installation parameters rebar anchor FRA
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Table B6: Dimension of resin capsule RSB

RSB | RSB | RSB | RSB | RSB | RSB | RSB | RSB | RSB | RSB | RSB
Resin capsule 8 10 | 10 | 12 | 12 | 16 | 16 | 16E | 20 |20E/| 30
mini mini mini 24

E\f’;‘:;i[}g dp 9,0 10,5 12,5 16,5 23,0 27,5
Length of th [mm}

C:ggf” e° the |, 85 | 72 | 90 | 72 | 97 | 72 | 95 | 123 | 160 | 190 | 260

Lp
< 2

Table B7: Allocation of resin capsule RSB to fischer anchor rod RG M

Size M8 M10 M12 M16 M20 M24 M30
‘I;n;rl;ltr:um anchorage hers | (mm] . 75 75 95 . . .
?:;SSE;%E;ESI“ [ ~ | 1omini | 12mini | 16mini | - .
:""::t'ﬁm anchorage |  |imm]| 80 90 110 125 170 210 280
?:;gﬁ;:‘gdsées'” [ 8 10 12 16 20 |20E/24| 30
:\'n:;;r?um anchorage hets | [mm] o 150 150 190 210 - -
Associated resin 2 X 2 X 2x

capsule RSB ] “ | 1omini | 12mini | 16mini [20E/24] - -
Table B8: Allocation of resin capsule RSB to fischer internal threaded anchor RG Ml

Size M8 M10 M12 M16 M20
Eggt‘;:"’e anchorage het | [mm] 90 90 125 160 200
Associated resin

capsulo RSB [] 10 12 16 16E 20 E/ 24
fischer Superbond

Intended Use Annex B9

Resin capsule RSB
Parameters and allocations
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Table B9: Parameters of steel brush FIS BS @

Cleaning tools

Processing times and curing times

Drill bit
e dg 10 |12 (14 | 16 | 18 | 20 | 24 | 25 | 28 | 30 | 32 | 35 | 40
5 [mm]
teel brush
diameter dp 11 14 | 16 20 25 | 26 | 27 | 30 40 42
| |
Table B10: Maximum processing time of the mortar and minimum curing time
(Minimal cartridge temperature +5 °C; minimal resin capsule temperature -15 °C)
Maximum processing time Minimum curing time'!
twork t r
bl [minutes] [minutes]
FIS SB FIS SB
FISSB | Highspeed | FISSB High Speed RSB
-30 bis -20 120 hours
> -20 bis -15 60 24 hours 48 hours
> -15 bis -10 60 30 36 hours 8 hours 30 hours
> -10 bis -5 30 15 24 hours 3 hours 16 hours
> -5 bis +0 20 10 8 hours 2 hours 10 hours
> +0 bis +5 13 5 4 hours 1 hour 45
> +5 bis +10 9 3 2 hours 45 30
> +10 bis +20 5 2 1 hour 30 20
> +20 bis +30 4 1 45 15 5
> +30 bis +40 2 30 3
fischer Superbond
Intended Use Annex B 10
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Installation instructions part 1; Injection mortar system FIS SB
Drilling and cleaning the hole (hammer drilling with standard drill bit)

Drill the hole.
21l Drill hole diameter dg and drill hole depth hy see
"1 Tables B2.1, B3, B4, B5

Blow out the drill hole twice, with oil-free
compressed air (p 2 6 bar). In uncracked
concrete the use of a manual blow-out pump

is possible (Installation parameters: <
do < 18 mm and hg < 10d)

Brush the drill hole twice. For drill hole diameter = 30 mm use a power drill. For
deep holes use an extension. Corresponding brushes se Table B9

Blow out the drill hole twice, with oil-free
: ——— T
compressed air (p 2 6 bar). In uncracked i i
4 e e A concrete the use of a manual blow-out pump I \%A
P is possible (Installation parameters: < 1
dp < 18 mm and hg < 10d)

Gotostep 5

Drilling and cleaning the hole (hammer drilling with hollow drill bit)

1 1 Check a suitable hollow drill (see Table B1.1)
for correct operation of the dust extraction

Use a suitable dust extraction system, e.g.
Bosch GAS 35 M AFC or a comparable dust extraction system
with equivalent performance data

Drill the hole with hollow drill bit. The dust extraction system has to extract the
drill dust nonstop during the drilling process. Diameter of drill hole do and drill
hole depth hysee Tables B2.1, B3, B4, B5

Gotostep 5
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